HZXD OPTICS TECHNOLOGY CO., Ltd Low Price, High Quality , your best choice
Supply Optical Filter in UV VIS NIR

Specification for Bandpass filter :

Operating humidity <85%

Operating temperature -20°C -80°C

Incident angle 0°

Surface quality 80/50 or better

Diameter (mm) D10, D15, D25, D30, D55; 8*8, 20*20-:-

Adjust by customer

Clear aperture 90%

+ 2nm (FWHM<12nm)
+ 3nm (FWHM<25nm)
+ 4nm (FWHM>30nm)

Center wavelength (CWL)

Thickness <7mm

T pk (Transmittance of peak) Adjust by customer

FWHM = BW @ 50 % Tpk <=10nm, 20nm, 30nm, 40nm.others
Range 200-1800nm(Varyby CWL)

Blocking OD3-0D6

DESCRIPTION;

A 0——Center wavelength

Tpk——Transmittance of Center wavelength

FWHM——full width where transmittance is half of Tpk.

NBPF(Narrow bandpass filter);BP (bandpass filter) ;WBP(wide bandpass filter)

Usually BP filter is used in analytical instruments, such as Biomedical, Fluorescence and
Biochemical instruments.

NBPF:FWHM<=15nm filter

340nm. 405nm . 420nm. 430nm, 450nm+ 470nm. 490nm. 505nm+ 510nm. 520nm. 546nm.
578nm . 610nm ..630nm . 632nm . 645nm . 650nm . 655nm . 730nm. 800nm. 805nm.
905nm . 940nm . 950nm. 980nm. 1020nm. 1050nm. 1064nm . 1310nm. 1550nm
Specifications :

Substrate: BK7/Fused silica

Size: ®4-O50mm

Size Tolerance: 25mm diameter +0.1/-0.1mm

50mm diameter -0.2/-0.1mm

CWL (nm) FWHM (nm) T% Range (nm) Size (mm)
340 8-10 50 200-1100 10-25
365 8-10 60 200-1100 10-25
380 8-10 60 200-1100 10-25
400 8-10 70 200-1100 10-25
410 8-10 70 200-1100 10-25
420 8-10 80 200-1100 10-25
430 8-10 80 200-1100 10-25

Tel: +86-10-83794986 E-MAIL: saleoptics@126.com Web: www.opticalfilters.cn



http://www.baidu.com/link?url=FK13Kb0GYOPrx6zYyw1c5Gh-605KPuO0uYgdQ7Uci-eYdZM5zorPi48liLxSqfifSe40l9jgF3Kn15hCmTLRmSKIxIpNRe9aSXdbIVevPJy&wd=&eqid=9d71f7bb000253f800000003570e2494

HZXD OPTICS TECHNOLOGY CO., Ltd

Supply Optical Filter in UV VIS NIR

Low Price, High Quality , your best choice

440 8-10 80 200-1100 10-25
450 8-10 80 200-1100 10-25
460 8-10 80 200-1100 10-25
470 8-10 80 200-1100 10-25
480 8-10 80 200-1100 10-25
490 8-10 80 200-1100 10-25
500 8-10 80 200-1100 10-25
510 8-10 80 200-1100 10-25
520 8-10 80 200-1100 10-25
530 8-10 80 200-1100 10-25
540 8-10 80 200-1100 10-25
550 8-10 80 200-1100 10-25
560 8-10 80 200-1100 10-25
570 8-10 80 200-1100 10-25
580 8-10 80 200-1100 10-25
590 8-10 80 200-1100 1025
600 8-10 80 200-1100 10-25
610 8-10 80 200-1100 10-25
620 8-10 80 200-1100 10-25
630 8-10 80 200-1100 10-25
640 8-10 80 200-1100 10-25
650 8-10 80 200-1100 10-25
660 8-10 80 200-1100 10-25
670 8-10 80 200-1100 10-25
680 8-10 80 200-1100 10-25
690 8-10 80 200-1100 10-25
700 8-10 80 200-1100 10-25
710 8-10 80 200-1100 10-25
720 8-10 80 200-1100 10-25
730 8-10 80 200-1100 10-25
750 8-10 80 200-1100 10-25
760 8-10 80 200-1100 10-25
780 8-10 80 200-1100 10-25
800 8-10 80 200-1200 10-25
810 8-10 80 200-1200 10-25
820 8-10 80 200-1200 10-25
830 8-10 80 200-1200 10-25
850 8-10 80 200-1200 10-25
900 8-10 80 200-1200 10-25
920 8-10 80 200-1200 10-25
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Supply Optical Filter in UV VIS NIR

940 8-10 80 200-1200 10-25
950 8-10 80 200-1200 10-25
980 8-10 80 200-1200 10-25
1050 8-10 80 200-1200 10-25
1064 8-10 80 200-1200 10-25
1310 8-10 80 200-1800 10-25
1550 8-10 80 200-1800 10-25

BP: FWHM 15nm-40nm filter

340nm. 365nm. 380nm . 400nm. 405nm. 410nm. 420nm. 470nm . 475nm. 480nm.
515nm. 530nm. 550nm. 555nm. 570nm. 590nm . 600nm. 630nm . 640nm . 645nm .
650nm . 700nm . 750nm . 800nm . 850nm . 900nm. 1064nm . 1550nm
Specifications

Substrate: BK7/Fused silica

Size: ®4-O50mm

Size Tolerance: 25mm diameter +0.1/-0.1mm

50mm diameter -0.2/-0.1mm

BP: FWHM 15nm—40nm filter

CWL (nm) FWHM (nm) T% Range (nm)  Size (mm)
340 20-40 50 200-1100 10-25
365 20-40 60 200-1100 10-25
380 20-40 60 200-1100 10-25
400 20-40 75 200-1100 10-25
410 20-40 75 200-1100 10-25
420 20-40 80 200-1100 10-25
430 20-40 80 200-1100 10-25
440 2040 80 200-1100 10-25
450 20-40 80 200-1100 10-25
460 20-40 80 200-1100 10-25
470 20-40 80 200-1100 10-25
480 20-40 80 200-1100 10-25
490 20-40 80 200-1100 10-25
500 20-40 80 200-1100 10-25
510 20-40 80 200-1100 10-25
520 20-40 80 200-1100 10-25
530 20-40 80 200-1100 10-25
540 20-40 80 200-1100 10-25
550 20-40 80 200-1100 10-25
560 20-40 80 200-1100 10-25
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570 20-40 80 200-1100 10-25
580 20-40 80 200-1100 10-25
590 20-40 80 200-1100 10-25
600 20-40 80 200-1100 10-25
610 20-40 80 200-1100 10-25
620 20-40 80 200-1100 10-25
630 20-40 80 200-1100 10-25
640 20-40 80 200-1100 10-25
650 20-40 80 200-1100 10-25
660 20-40 80 200-1100 10-25
670 20-40 80 200-1100 10-25
680 20-40 80 200-1100 10-25
690 20-40 80 200-1100 10-25
700 20-40 80 200-1100 10-25
710 20-40 80 200-1100 10-25
720 20-40 80 200-1100 10-25
730 20-40 80 200-1100 10-25
750 20-40 80 200-1100 10-25
760 20-40 80 200-1100 10-25
780 20-40 80 200-1100 10-25
800 20-40 80 200-1200 10-25
810 20-40 80 200-1200 10-25
820 20-40 80 200-1200 10-25
830 20-40 80 200-1200 10-25
850 20-40 80 200-1200 10-25
900 20-40 80 200-1200 10-25
920 20-40 80 200-1200 10-25
940 20-40 80 200-1200 10-25
950 20-40 80 200-1200 10-25
980 20-40 80 200-1200 10-25
1050 20-40 80 200-1200 10-25
1064 20-40 80 200-1200 10-25
1310 20-40 80 200-1800 10-25
1550 20-40 80 200-1800 10-25

WBP:FWHM >40nm filter

450nm. 500nm . 550nm. 600nm. 650nm. 700nm. 800nm. 950nm . 1064nm
Specifications :

Substrate: BK7/Fused silica

Size: P4-O50mm

Size Tolerance: 25mm diameter +0.1/-0.1mm
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50mm diameter -0.2/-0.1mm

Measured spectrum of bandpass filter:
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Supply Optical Filter in UV VIS NIR

Contrast spectrum : Fluorescene band pass filter & Custom band pass filter

Contrast of Custom BP & Fluorescene BFP
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Contrast for Custom NBPF & Fluorescene NBPF
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