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Optical Neutral Density Filter .： 

 

Specification Parameter 

Operating humidity ≤85 % 

Operating temperature -20C -80C 

Incident angle 0 

Surface quality 80/ 50 or better 

Diameter（mm） D8，D10，D12，D12.7，D25；8*8，20*20 etc. 

Clear Aperture 90% 

Substrate Thickness 1- 5 mm  

Optical Density  0.5,1,1.5,2,2.5,3 

Range 300-1200nm 

 

DESCRIPTION;   

Neutral density filters are used as attenuators for broadband spectral sources, partial reflectors 

for light balancing applications and neutral beam splitters. 

 

Measured Spectrum for Optical neutral density filters: 

 

 

http://www.baidu.com/link?url=FK13Kb0GYOPrx6zYyw1c5Gh-605KPuO0uYgdQ7Uci-eYdZM5zorPi48liLxSqfifSe40l9jgF3Kn15hCmTLRmSKIxIpNRe9aSXdbIVevPJy&wd=&eqid=9d71f7bb000253f800000003570e2494


HZXD OPTICS TECHNOLOGY CO., Ltd                 Low Price, High Quality , your best choice  
Supply Optical Filter in UV VIS NIR 

Tel：+86-10-83794986         E-MAIL：saleoptics@126.com         Web: www.opticalfilters.cn 

 

 
 

Specifications: 

Substrate：BK7 / Fused silica  

Size：Φ8-Φ25.4mm  10*10mm … 

Size Tolerance: -0.1/ +0 mm  

others：ordering by customer 

    


