HZXD OPTICS TECHNOLOGY CO., Ltd

Low Price, High Quality , your best choice

Supply Optical Filter in UV VIS NIR

Biochemical Analytical Filters.:

Specification Parameter
Operating humidity <85%
Operating temperature -20°C-80°C
Incident angle 0°

Surface quality 80/50 or better

Diameter (mm)

D8, D10, D12, D12.7, D25; 8*8, 20*20 etc.

Clear aperture

90%

Cut on/ Cut off +/-2nm
Thickness <7 mm
Transmittance >45%

Range 200-1200nm
Blocking OD4-0D6
DESCRIPTION;

Hard coating ; by IAD technology. No drifting

Wavelength list for Standard Biomedical Filters:

CWL(nm) FWHM(nm)
340+/-2 10+/-2
405+/-2 8-10
415+/-2 8-10
420+/-2 8-10
430+/-2 8-10
450+/-2 8-10
460+/-2 8-10
490+/-2 8-10
492+/-2 8-10
505+/-2 8-10
510+/-2 8-10
532+/-2 8-10
546+/-2 8-10
560+/-2 8-10
570+/-2 8-10
578+/-2 8-10
610+/-2 8-10
630+/-2 8-10
650+/-2 8-10

Tel: +86-10-83794986

E-MAIL: saleoptics@126.com

Stable performance

Tpeak(%) Size(mm)
>55 Dial0-25
>45 Dial0-25
>45 Dial0-25
>45 Dial0-25
>45 Dial0-25
>45 Dial0-25
>45 Dial0-25
>45 Dial0-25
>45 Dial0-25
>45 Dial0-25
>45 Dial0-25
>45 Dial0-25
>45 Dial0-25
>45 Dial0-25
>45 Dial0-25
>45 Dial0-25
>45 Dial0-25
>45 Dial0-25
>45 Dial0-25
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HZXD OPTICS TECHNOLOGY CO., Ltd

Low Price, High Quality , your best choice
Supply Optical Filter in UV VIS NIR

Measured Spectrum for Biochemical Analytical Filters:
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Specifications:

Substrate: BK7 / Fused silica
Size: ®8-®25.4mm
Size Tolerance: -0.1/ +0 mm

others: ordering by customer

Tel: +86-10-83794986 E-MAIL:

saleoptics@126.com
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