HZXD OPTICS TECHNOLOGY CO., Ltd

Low Price, High Quality , your best choice

Supply Optical Filter in UV VIS NIR

Specification for edge filter :

Specification Parameters

Operating humidity <85%

Operating temperature -20 C-80° C

Incident angle 0 /45 degree orother
Surface quality 80/50 or better

Size (mm) D10, D15, D25, D30, D55; 8*8, 20*20etc.
Clear aperture 90%

Cut on/ Cut off +/-4nm

Thickness <7 mm

Transmittance >90%

Range 200-1800nm

Blocking OD3-0D6

DESCRIPTION;

An edge filter is an optical element that in a defined spectral region blocks the light completely
while transmitting it in a closely adjacent region with high transparency. If the transmission region
lies in the longer-wave region compared with the rejection region, the filters are called long-wave
pass or cut-on filters. In the inverse case, the filters are shortwave pass or cut-off filters.

Measured Spectrum for Edge Filters:

blocking filter
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Specifications:
Substrate: BK7 / Fused silica
Size: ®4-O50mm Maxmum to 200*200mm
Size Tolerance: -0.1/ +0 mm

Contrast spectrum :Fluorescene LPF & Custom LPF:

Contrast for Fluorescene LFF & Custom LFF
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——Flunorescene LongPass Filter Custom LongPass Filter
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Contrast for Fluorescene LPF & Custom LFF
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Fluorescene LongPazz Filter
——Custom LongPass Filter

Contrast spectrum :Fluorescene SPF & Custom SPF:

Contrast for Fluorescene SF Filter & Custom SF
Filter
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Custom 5P Filter Fluorescene 5P Filter
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Contrast fer Flucrescene SP Filter & Custom 5P Filter
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Fluorescene 5F Filter

Custom SFP Filter

Spectrum (design) for Angle of incident : 45 degree

Beamsplitter filter
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